
 

TECHNICAL 
SPECIFICATION

Technical Service Department,
JSP Ltd., Worsham Mill, Minster 

Lovell, Oxford, OX29 0TA 
Tel.:  01993 824000 
Fax:  01993 824422 

 

Manufacturing For Safety 
© Page 1 of 1

THE INFORMATION IN THIS DOCUMENT IS CORRECT AS OF PRINT DATE 
 

Champion 4D Barrier c/w Reflective Top Board 
 

  
Materials:  
Upright:  
Polythene  
Hinges:  
Polypropylene c/w Polypropylene fixings (Nickel Plated Steel Nuts/Bolts may be substituted where 
required) 

Boards: Top Board PVC with Red / White Self Adhesive Emblem 
   

 Bottom Board PVC 
  

Instructions For Use: Distribute Barrier as per requirements and the requirements of:  
• “The Traffic Signs Regulations and General Directions 2002” 
• “Safety at Street Works and Road Works” 

Both are published by TSO. 
 
The Champion 4D Barrier can easily be used as a linear system, it can 
also be easily arranged around workings to enclose them. 
Barrier Bases are available from JSP to add further stability if required. 

  

Cleaning Instructions: Clean with a warm soapy cloth and allow to air dry. 
  

Maintenance: Keep clean and in a suitable environment. 
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